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SKI-DOO KIT - QRS Tech Link
Part number (SKU) : 860200783

Product: Ski-Doo
Project no: msi2014-008
Instruction Sheet P/N: 487801136
Revision no:  
Revision date:  
Item covered: QRS Tech Link

 

The following symbols may be used in this document:

WARNING
Indicates a hazardous situation which, if not avoided, could result in death or serious injury.

CAUTION: Indicates a hazard situation which, if not avoided, could result in minor or
moderate injury.

  NOTICE     Indicates an instruction which, if not followed, could severely damage vehicle
components or other property.

WARNING
- For safety reasons, this kit must be installed by an authorized BRP dealer.
- This kit is designed for specific applicable models only (authorized BRP dealers will confirm
model(s)). It is not recommended for units other than the one (those) for which it was sold.
- Should removal of a locking device (e.g. lock tabs, self-locking fasteners, etc.) be required
when undergoing disassembly/assembly, always replace with a new one.
- Torque wrench tightening specifications must strictly be adhered to.
- Some components may be HOT. Always wait for engine to cool down before performing
work.

NOTE: The illustrations in this document show typical construction of the different assemblies and
may not reproduce the full detail or exact shape of the parts; however, they represent parts that
have the same or similar function.

Installation time is approximately 0.5 hour.

PARTS TO BE INSTALLED
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Part Description Part number Quantity

P1 Upper support Not available separately 1

P2 Lower support Not available separately 1

P3 Adjustment screw, double sided Not available separately 1

P4 M10 Hexagonal lock nut, right hand threads 732 610 010 1

P5 M10 Hexagonal lock nut, left hand threads 732 610 011 1

P6 M6 x 25 Hexagonal screw 207 662 544 1

P7 M6 x 35 Hexagonal screw 207 663 544 1

P8 M6 x 40 Hexagonal screw 207 664 044 1

P9 M6 Elastic nut, hexagonal, flanged 233 261 416 3

P10 M8 Elastic nut, hexagonal, flanged 233 281 414 1

VEHICLE PREPARATION
REV-XS and REV-XM Models
Remove upper body module. Keep all stainless steel screws for reinstallation.

REV-XP Models
Remove:

- Left side body panel
- Hood
- Primary air intake silencer.

All Models
Remove drive belt.
Discard fasteners as in following illustrations.
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1. Driven pulley
2. Countershaft bearing flange

1. Left front engine mount

PARTS PRE-ASSEMBLY
  NOTICE     The double sided adjuster [P3] has left hand threads on one end and right

hand threads on the other. Be sure to check for correct thread direction before engagement
of lock nuts (P4 and P5) onto adjuster, and engagement of adjuster into upper support (P1)
and lower support (P2).
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A. Adjuster closed, lock nuts P4 and P5 loose (not torqued)

PARTS INSTALLATION
Install parts in the order of the following illustrations. Tighten fasteners just sufficiently for light
contact.

P3 ADJUSTMENT FOR POSITIVE CONTACT OF P2 WITH SIDE FRAME MEMBER



2022-12-09 11:07 e-instruction-details

https://instructions.brp.com/content/instruction-sheet/en_CA/e-instruction-details.html#googtrans(en)&articleNo=kA0a0000000gvHxCAI&lang=en… 5/8

1. Side frame member
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  NOTICE     Ensure QRS Tech Link is vertical. If the upper support leans toward the driven
pulley, the inner sheathe may come into contact with the support.

VERTICAL CHECK (A = B)
1. QRS Tech Link upper support
2. Driven pulley inner sheave

Turn QRS Tech Link adjustment screw [P3] alternately in both directions to find the point of least
resistance.

NOTE: This will ensure the QRS Tech Link and frame are not pre-loaded in tension or compression
as a result of the installation.
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Step 1:. Hold steady
Step 2:. Tighten
Step 3:. Tighten

  NOTICE     Ensure upper support remained vertical when tightening adjuster lock nuts.

VERTICAL CHECK (A = B)
1. QRS Tech Link upper support
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2. Driven pulley inner sheave

Install remaining removed parts.

REV-XM and REV-XS
Clean threads of stainless steel screws and apply service product specified.

service product

Stainless steel screws LOCTITE 243 (BLUE) (P/N 293 800 060)
 
 


